
 

OMNITRONIC DB-200B Decibel Level Meter
2-channel level display for audio signals with 2 x stereo RCA in and output

Art. No.: 10453016
GTIN: 4026397380705

The article is no longer in our assortment.

Logistic

EAN / GTIN: 4026397380705

Weight: 1,20 kg

Length: 0.57 m

Width: 0.10 m

Heigth: 0.10 m

Features:

- 3-color LED displays with 40 LEDs per channel
- Switchable display mode (dot display or bargraph display)
- Display range: -27 dB to 0 dB
- Operation via supplied power unit
- Rack installation, 1 U
- (19") 48.3 cm rack installation

Technical specifications:

Power supply: 230 V AC, 50 Hz

Power consumption: 5 W

Connections: Input:  2 x stereo RCA

 Output:  2 x stereo RCA

Input sensitivity: 350 mV - 7 V

Display range: -27 db bis 0 db

Housing design: (19") 48.3 cm rack installation

Dimensions: Width: 48,3 cm

 Depth: 5,5 cm

 Height: 4,45 cm

Weight: 0,95 kg
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 via supplied power unit

Input sensitivity: approx. 350 mV to 7 V

Display range: -27 dB - 0 dB (in 3 dB steps)

Audio inputs: stereo RCA

Dimensions (WxHxD): 482 x 55 x 44 mm (19", 1 U)
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