
 

OMNITRONIC DMP-102 USB/SD Card Player
MP3 player for SDHC/MMC memory cards and USB devices , incl. IR remote control

Art. No.: 11045006
GTIN: 4026397419115

List price: 224.91 €
incl. 19% VAT.

Logistic

EAN / GTIN: 4026397419115

Weight: 2,40 kg

Length: 0.52 m

Width: 0.21 m

Heigth: 0.10 m

Features:

- SD card slot and USB port
- Insensible against vibrations
- Folder navigation
- Pitch bend function
- Cue function
- Seamless loop/reloop
- Single or continuous play
- Random play
- Repeat functions: repeat 1, repeat all
- Pitch adjustment is displayed in %
- Search buttons for fast forward and reverse
- Rubber buttons with color illumination with extra large Play/Pause and Cue button
- Adjustable microphone input (XLR, bal.) on the front panel
- Adjustable headphones output
- Adjustable master output (XLR/RCA)
- Control via IR remote control
- Sample rate: 44,1 kHz
- (19") 48.3 cm rack installation  1 U
- For application areas such as: Trade fair and shop fitting; sports centres/gyms; restaurants, bars

and hotels

- Pitch range: ±16%
 Package contents
- 1 x remote control, 1 x device, 1 x power cord, 1 x rCA cable, 1 x user manual
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Technical specifications:

Power supply: 100-240 V AC, 50/60 Hz

Power consumption: 15,00 W

Protection class: Protection class II

Power connection: Mains input via IEC connector (M) mounting
version power supply cord with Euro plug
(provided)

Frequency range: 20 - 20000 Hz

S/N ratio: >96 dB

THD: <0,03 % at 1 kHz

Control: IR remote control

Audio player: USB + SD, (ID3 tag), Anti-shock, Seamless loop

Housing color: Black

Sample rate: 44,1 kHz

Display: Singer , song title , play time remaining , play time
elapsed

Connections: Input: Microphone via 1 x 3-pin XLR

 Output: headphones via 1 x 3.5 mm jack (stereo)
mounting version

 Output: line via 1 x stereo RCA

 Output: line via 2 x 3-pin XLR

Music format: MP3

Available storage media: USB devices/SD cards

Pitch range: ±16%

Converter: 24 bit

Housing design: (19") 48.3 cm rack installation  1 U

Dimensions: Width: 48,3 cm

 Depth: 17 cm

 Height: 4,45 cm

Weight: 1,95 kg

Remote control  

Battery: 2 x  1.5 V AAA Micro LR03 alkaline manganese
included
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