
 

OMNITRONIC MIC 77H Overhead Drum Mic
Condenser microphone for overhead and instrument recording

Art. No.: 13030904
GTIN: 4026397536539

List price: 45.1 €
incl. 19% VAT.

Logistic

EAN / GTIN: 4026397536539

Weight: 0,22 kg

Length: 0.20 m

Width: 0.10 m

Heigth: 0.06 m

Features:

- Perfect for direct or overhead sound pick-up of acoustic and electric instruments
- Cardioid pickup pattern for effective feedback elimination
- Operation via external phantom power (9-52 V DC current)
- Stand holder with 1 cm (3/8") and 1.5 cm (5/8") thread
- Robust zinc diecast body, applicable for touring
- Polar pattern: Cardioid
- For application areas such as: Stage; homerecording and studios
 Package contents
- 1 x microphone, 1 x holder, 1 x adapter, 1 x windshield, 1 x bag, 1 x user manual

Technical specifications:

Type: Microphone for instruments

Capsule type: Condenser

Polar pattern: Cardioid

Frequency range: 30 - 18000 Hz

S/N ratio: >74 dB

Sensitivity: -38 dB

Max. SPL: 135 dB

Phantom power: Or 9-52 V DC

Impedance: 100 Ohm
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Connections: Microphone via 3-pin XLR

Switch: Without

Dimensions: Length: 11,5 cm

 Diameter: Ø 2,1 cm

Weight: 160 g
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